The SR410 tracked screener

is the latest in a range of compact screeners
designed to offer customers an entry level screen
that can produce good tonnages at the right price!

OPTIONS

® BELT FEED OR DIRECT FEED

® DEUTZTD2011 AIR COOLED POWER UNIT - 74HP
(58KW)

* RADIO REMOTE CONTROL TO OPERATE TRACKS
® WHEEL CHASSIS
* TIPPING GRID REMOVED

The SR410 has been primarily designed for the sand & gravel and aggregate markets and can
be loaded directly with a shovel/excavator or from the belt of a crusher. Like all Anaconda
products, the SR410 will containerise without any breakdown thus reducing shipping costs
around the globe to an absolute minimum. Applications include sand/gravel, aggregates, coal,
compost and topsoil.

FEATURES & BENEFITS

® HIGH ENERGY 3M X 1.2M (10°x4’) 2 BEARING SCREENBOX - 2 DECKS
© HOPPER CAPACITY OF 2.8M3(3.66 YD?)

© VARIABLE SPEED 3 PLY BELT FEEDER

® VARIABLE SPEED MAIN AND SIDE CONVEYORS

® RADIO REMOTE TIPPING GRID

® JCB 444 DIESELMAX WATER COOLED ENGINE - 84 HP (63KW)

® SCREENBOX ANGLE ADJUSTABLE 28°TO 36°

® FULLY ADJUSTABLE SPREADER PLATE FOR OPTIMUM SCREENING

® END TENSIONED MESH ARRANGEMENT

® SCREENBOX AND TAIL CONVEYOR LOWERS TO ALLOW MESH CHANGE
® EASY ACCESS TO ENGINE COMPARTMENT

® FOLDS, TRACKS & TRANSPORTS WITHOUT ANY BREAKDOWN/SET-UP
e SET UP TIME 20 MINUTES







