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INTRODUCING THE TD516 TRACKED TROMMEL  
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·  Total weight  15500kg  
·  Drum Diameter 1.35M (4’5”’) 
·  Drum Length 5.15M (16’x10’) 
·  Powerunit Diesel Hydraulic with Deutz TD2011         

Air Cooled engine running at 2200 RPM 
developing 58kW (74 Hp) 
(Option of water cooled JCB 444 
Dieselmax developing 63kW (84HP) 
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·  Capable of processing up to 200TPH 
·  Quick set up time typically under 15 minutes 
·  Variable speed 3 ply belt feeder  
·  Hydraulic folding discharge conveyor 
·  High performance hydraulic 4 wheel drive system 
·  Tracks into/out of container  
·  Optional Tipping Grid 
·  Brush tensioning at ground level 
·  Variable angle chassis (0-4 degrees) 
·  Quick change drum / mesh system 
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·  Compost 
·  Topsoil 
·  Wood Chip/Bark 
·  Construction & Demolition Waste (C&D Waste) 
·  Ash 

 
The TD516 is a compact trommel screen and stockpiling unit designed for urban and 
entry level users. The TD516 is robust and economical to run and can 
screen/stockpile 2 products. 
 
Its portability allows it to work in confined spaces and also where larger, heavier 
screens would find it impossible to manoeuvre.  
 
The TD516 consists of a crawler track base, variable speed feed conveyor, 1.35M x 
5.15M (5’x16’) Trommel drum, powerunit, and 2 integral variable speed stockpiling 
conveyors. It has a pendant remote control system or can be operated by radio 
remote control if desired. 
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The feed hopper is 3.2 m³ with 3 ply 900mm (36”) wide variable speed belt. 
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A high performance 1.35M x 5.15M (5’x16’) Trommel Drum featuring 4 lifter bars and 
3 wrap around mesh sections that are bolted to the outside of the drum for ease and 
speed of changing.  The drum also lifts completely out of the chassis for changeover.  
The drum angle is adjustable from 0 to 4 degrees and has 3 brush sections for 
cleaning the meshes. 
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Self contained 74 HP (58kW) Deutz diesel engine and cast iron hydraulic pumps 
driving cast iron motors. 
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Deutz TD2011 running at 2200 RPM developing 58kW (74 HP) 
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Conveyor Belt: -     3 ply 900mm (36”) wide 
Control: -       Variable Speed Control 
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Conveyor Belt: -     2 ply 900mm (36”) wide 
Stockpiling Height    2.65M 
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Conveyor Belt: -     Chevron 650m (26”) wide 
Control: -       Variable Speed Control 
Stockpiling Height    2.50M 
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Conveyor Belt: -     3 ply 1050mm (42”) wide 
Control: -       Variable Speed Control 
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Ultra Type 333327 
�
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Wheel Motor – OMT500    Feeder – Bonfiglioli 805W/OMSS250  
Tail Conveyor – OMT500    Collection Conveyor – OMT500 
Side Conveyors – OMT400   

�
�

�� �����
#����  
 
Nimco CV601 (1) Nimco Close Coupler (2) Nimco CV111 (2) 
Nimco CV691 (1) Nimco CV112 
Nimco CV791 (3)  
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0 Deg. C - 30 Deg. C ambient temp, Shell Tellus 46 (or equivalent) 
+ 30 Deg. C ambient temp, Shell Tellus 100 (or equivalent) 
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Empty: -      29 Bar (400 PSI) 
 
Increase in pressure per 100 
Tonnes (112 U.S. Tons) per hour: -  29 Bar (400 PSI) 
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 Tractive Effort  14,276 daN  
 Gradability Percentage  77 -75 % 
 Gearbox Ratio  134:1 
 Hydraulic Motor  Rexroth 32 cc/rev 
       Approximate Speed   1.53 Km/hr (0.95 Mph) 
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Length :    12.98M (42’6”) 
Width:     6.60M (21’7”) 
Height:     3.30M (10’11”) 
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Length :    11.63M (38’7”) 
Width:     2.3M (7’7”) 
Height:     2.56M (8’5”) 

 


